
Connecting a World 
in Motion

Light Duty Lever
Push-Pull Hand Control

This light duty industrial push-pull hand control offers a 4.5 to 1 mechanical advantage.

Common Applications: Throttle control, set detent control
• Adjustable friction control with 2-bolt mounting scheme
• Weatherproof cast alloy assembly
• Available in various travels
• Compatible with various cable constructions (Utility, EXT)
• Adjustable friction lock

Material:
• Die-cast body
• Inserts for custom detent locations
• Chrome steel
• Black plastic
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Travel can be limited symmetrically  
or asymmetrically, on both 22.1 
and 22.3 levers, 10/20mm using 
coiled spring pins (sold separately).
Coiled Pin P/N 175-420-034
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Pin in:  Travel: Travel Course:

1 or 8  40mm asymmetrical 
2 or 7  50mm asymmetrical
3 or 6  60mm asymmetrical
4 or 5  70mm asymmetrical

Model 22.1 
Travel 3.15” (80mm) 
Mech. Advantage 1:4.5 
Maximum Load 68lb (300N) 
A) Lever Angle 156° 
B) Lever Length 5.75” (146mm) 
C) Lever Offset 2.20” (56mm)

Travel Inches
1, 2, or 3 Lever Type

1 = (22.1)
2 = (22.3)

Cable Construction
U = Utility
E = EXT

Conduit Swivel Fitting
T = Threaded
G = Grooved 

“B” ± .12

PLASTIC WIPER SEAL

PLASTIC SWIVEL SEALCONDUIT:
PLASTIC CORE
& COVER
STEEL ARMOR
STEEL STRAND

INNERMEMBER:
STEEL STRAND
STEEL BINDER
PLASTIC COVER 
(EXT ONLY)

L

STEEL NUTS & WASHERS

.625-18 UNF-2A

.250-28 UNF-2A

.93 MIN
FULL THD

“B”1.38
MIN

3
2
1

STROKE

3
2
1

STROKE

7.00
5.50
4.00
“B”

6.87
5.37
3.87
“B”

THREADED SWIVEL
CONDUIT FITTING

GROOVED SWIVEL
CONDUIT FITTING

Part No. Code
CA 292 - X - XX - T - L

Basic Control Assy
Light Duty 

Length

ORDER CODE

ORDER CODE
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Warning: Since the manufacturer is 
unable to determine all applications in 
which a part may be placed, it is the 
user’s responsibility to determine the 
suitability of the part for its intended 
use. This is especially true where 
safety is a factor. Incorrect application 
or installation may result in property 
damage, bodily injury, or death. For 
technical assistance, call 260-749-5105.

Part No. Code
CA 291 - X - XX - T - L

Basic Control Assy
Light Duty 

Length

Travel Inches
1, 2, or 3 Lever Type

1 = (22.1)
2 = (22.3)

Cable Construction
U = Utility
E = EXT

Conduit Swivel Fitting
T = Threaded
G = Grooved 

“B” ± .12

PLASTIC WIPER SEAL
PLASTIC SWIVEL SEALCONDUIT:

PLASTIC CORE
& COVER
STEEL ARMOR
STEEL STRAND

INNERMEMBER:
STEEL STRAND
STEEL BINDER
PLASTIC COVER 
(EXT ONLY)

L

STEEL NUTS & WASHERS

 7/16-20 UNF-2A

 10-32 UNF-2A

.88 MIN
FULL THD

“B”.97
MIN

3
2
1

STROKE

3
2
1

STROKE

6.69
5.19
3.69
“B”

6.82
5.31
3.82 
“B”

THREADED SWIVEL
CONDUIT FITTING

GROOVED SWIVEL
CONDUIT FITTING

ORDER CODE

ORDER CODE
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Model 22.3 
Travel 3.15” (80mm) 
Mech. Advantage 1:4.5 
Maximum Load 68lb (300N) 
A) Lever Angle 156° 
B) Lever Length 6.30” (160mm) 
C)  Lever Offset 2.32” (59mm)

Detents at 0, 24.5, 49, 73.5mm  
of travel. Pushing down on spring 
loaded knob releases lever  
from detents.


